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PRODUCT INFORMATION *

Andocor venous cannulae are intended to drain venous

CONNECTION SITE: 3/8”

blood from the superior and inferior vena cava. Size Straight tip Right angled 90° tip
20 Fr 01vV201L8 01V201L9
22 Fr 01v221L8 01v221L9
Q Length: 39 om 24 Fr 01v241L8 01v241L9
Qty/box: 20 Pcs 26 Fr 01Vv261L8 01V261L9
28 Fr 01v281L8 01Vv281L9
+ Single piece construction 30Fr 01V301L8 01V301L9
Open and flexible lighthouse tip
e 32 Fr 01v321L8 01V321L9
Easy positioning
Insertion depth marker 34 Fr 01V341L8 01V341L9
36 Fr 01V362L8 01V362L9

CONNECTION SITE: 1/2”

Size Straight tip Right angled 90° tip
Q Length: 39 cm
Qty/box: 20 Pcs 36 Fr 01v361L8 01Vv361L9
VENOUS CANNULA PRESSURE DROP VS FLOW
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Flow rate (I/min) H,0 at Room Temperature

10 * SEE PAGE 52 REGARDING AVAILABILITY OF THIS PRODUCT IN THE EU

Flow rate (I/min) H,0 at Room Temperature

7,0

ANDOCOR CATALOGUE 2026



* This product is currently not CE-marked and is not available for
commercial distribution within the European Union, unless a derogation
applies. Market placement will be possible upon successful completion of
the conformity assessment in accordance with Regulation (EU) 2017/745.

For further information, please contact regulatory@andocor.com.



