
SUCKERS

Andocor pericardial sumps are intended to remove excess 
fluid from the surgical field.

They consist of a weighted stainless steel metal tip and a 
soft PVC tubing with a ¼” connector on the proximal end.

Three models feature a smooth metal tip with suction holes.

One model is constructed with a wirewound metal tip which 
ends in a rounded metal tip.

Pericardial
sumps

Unique, atraumatic, weighted-tip design
Smooth polished metal tip
Soft transition between tip and tubing
Effective removal of excess fluid

Connection: 1/4”
Qty/box: 20 Pcs

PRODUCT INFORMATION

WIREWOUND TIP

Description Size Tubing Tip length Tubing length Reference

Type A 
Metal tip

18 Fr Flexible 2 cm 30 cm PS40M

18 Fr Hard 2 cm 30 cm PS40MH

18 Fr Flexible 2 cm 79 cm PS40ML

18 Fr Hard 2 cm 79 cm PS40MLH

Type B 
Perforated pool tip

23 Fr Flexible 3,5 cm 30 cm PS40M1

Type C 
Perforated pool tip

15 Fr Flexible 2 cm 30 cm PS40M2

15 Fr Hard 2 cm 79 cm PS40MLH2

Type A Type B Type C

Description Size Tubing Tip length
Tubing 
length

Reference

Wirewound tip 16 Fr Flexible 4 cm 30 cm PS40
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